










































































































































 

 

       
 

Communications Division Application Note    # AAN-0027 
 
Date: February 27, 2004 
 
Title:  TM-D700A INTERNAL CLOCK AND APRS TIME STAMP 
 
If the time indication on APRS data is incorrect or goes beyond 2400 (example 2930), one of the 
following items may have occurred. 
 

1. The TM-D700A was left disconnected from the power supply for over three months allowing 
the internal Lithium Ion battery to discharge. 

2. The internal Lithium Ion battery was recently replaced and the reset procedure listed below 
was not performed. 

3. The flat cable E37-0840-05 between the Control PCB and the TNC PCB within the TM-
D700A was disconnected. 

 
Performing the following reset procedure, followed by setting the time and date will alleviate this 
condition. 
 
RESET PROCEDURE: 
Press and hold the REV (F3) and Low (F4) keys and turn on the TM-D700A. 
The frequency display screen will come on and the internal clock is reset to January 1, 2000, 00:00:00”. 
 
ADJUSTING THE INTERNAL CLOCK: 
Please follow the procedures on page 12 of the TM-D700A  “Specialized Communications” Instruction Manual. 
 
 
NOTES: 
A production change was made at S/N 312xxxxx that performs an automatic reset when performing the “Adjusting the 
internal clock” procedure on page 12. Therefore you do not have to manually perform the reset procedure, but you do 
have to perform the internal clock adjustment procedure listed on page 12. 
 
Previous APRS data will still be stored in memory with the wrong date stamp. APRS data received after following the 
procedures listed above will have the correct time stamp information. 
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Communications Division Service Bulletin    # ATB-0029 
 
Date: April 14, 2004 
 
Title:  TM-D700A CROSS BAND REPEAT AUDIO QUALITY IMPROVEMENT 
 
At Serial Number 511xxxxx, a production change was made to improve cross band repeat audio 
quality. The value of C821 and R828 on the TX-RX (Control) PCB were changed. 
 

  Original Value Original P/N New Value New P/N 
C821 0.1uF CK73GB1C104K 6800pF CK73GB1H682K 
R828 10K RK73GB1J103J 8.2K RK73GB1J822J 

 
The two components are at address location N11 of the foil side view of the TX-RX (Control) PCB 
on pages 55 and 56 of the Service Manual. 
 
The two components are at address location AH5 of the TX-RX (Control) schematic. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The content of this bulletin is for information only. The improvement is not covered under warranty. 
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